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Shear & Rotational Safety Joint
The Safety Joints allow positive release of the tubing string in completions where retrieval 
problems are anticipated. These safety joints are available in straight pull or rotational 
release versions.

Casing  
O.D.

Packer  
O.D.

Tool 
I.D.

Thread Connection 
Box up/Pin down

Part  
Number

1.315 1.750 0.75 1.315 NU 56910N

1.660 2.250 1.25 1.660 EUE 56916E

1.660 2.063 1.25 1.660 NU 56926N

1.900 2.688 1.61 1.900 NU 56919N

23⁄8 3.063 2.00 23⁄8 EUE 56920E

27⁄8 3.688 2.50 27⁄8 EUE 56927E

31⁄2 4.500 3.00 31⁄2 EUE 56935E

* Other sizes and connections available on request

Shear Out Specification Guide

Casing  
O.D.

Packer  
O.D.

Tool 
I.D.

Thread Connection 
Box up/Pin down

Part  
Number

1.660 2.250 1.25 1.660 NU 56816N

23⁄8 3.063 2.00 23⁄8 EUE 56820E

27⁄8 3.688 2.50 27⁄8 EUE 56825E

31⁄2 4.500 3.00 31⁄2 EUE 56835E

* Other sizes and connections available on request

Rotational Specification Guide


